
LC-37D65E
• Screen size 94 cm (37") 
• Full HD panel (1920 x 1080)
• Built in DVB-T Tuner
• Dyn.Contrast 20.000:1 
• 3 HDMI input terminals
• 10bit signal processing
• Photo view function via USB
• Quick start mode

Space saving slim line designed Full HD LCD-TVs with light weight and elegant body.

Display
• Visible screen size:  94 cm (37")
• Resolution:  1920 x 1080 x 3
• HD-ready / HD-ready 1080p
• Brightness (cd/m²) / Contrast ratio:  450 / 2000
• Advanced Super View / Pure Black Panel
• Viewing angle (horizontal/vertical):  176° / 176°
• Operating time of backlight (h):  60.000
• Digital combfilter 3D Y/C

Receiving System
• DVB-T / Analogue
• PAL-B/G, PAL-D/K, PAL-I
• SECAM-LL, SECAM-B/G, SECAM-D/K
• NTSC,PAL60 Hz:  via AV-Input

Station presetting
• Automatic Channel sorting
• Presets    analogue tuner/digital tuner:  99 / 999

Audiosystem
• Digital Technology
• Automatic Volume Control
• NICAM+A2-Stereo-Decoder/Virtual Dolby/Surround:  • / - / •
• Output power:  2 x 10 W

Videotext
• Text memory capacity:  2000

Interfaces
• USB Photo Viewer
• 21 pin SCART terminal:  2
• S-Video/Video (Cinch) / Y/PB(CB)/PR(CR) via VGA Adapter
• Headphone (3,5-mm-Mini socket)
• Common Interface Slot
• PC-Input Analog / HDMI / RS-232C

General
• Cabinet Colour:  Black
• Power Consumption Stand-by (W):  0, 5
• Power Consumption Operation (W):  170
• Dimensions with Stand in mm (W x H x D):  902 x 627 x 247
• Weight incl. Stand (kg):  16, 5
• Wallmount:  200 x 200
• EAN:  4974019592190
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